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1. Identify connector parts. (2 piece parts - except bulkhead)
2. Strip cable to dimensions shown. Do not nick center con-

ductor.  Slide cover sleeve onto cable as shown.
3. Insert cable into body making certain that the cable insu-

lation bottoms on center contact. Solder center conduc-
tor to contact through the side access ports and hole in
center contact.  Use a minimum amount of solder for a
good joint.  .020 (0.51) diameter solder is recom-
mended.

4. Slide cover sleeve over access ports and solder body to
cable and cover sleeve to body.  Use a minimum amount
of heat to minimize cable insulation movement.

 CABLE GROUP PART NUMBER “L”
RG-405/u

(.086 semi-rigid) 131-3693-001/016 .025 (0.64)

50 Ohm SMB
Straight Solder Type Plug -
Captivated Contact

610-3963-131digiR-imeS 680. 131-3693-001
DETALP LEKCINEPYT ELBAC GOLD PLATED
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SMB - 50 Ohm Connectors
Specifications

** All gold plated parts include a .00005" min. nickel underplate barrier layer.

ELECTRICAL RATINGS
Impedance: 50 ohms
Frequency Range: Connectors ...................................................... 0-4 GHz

Dummy loads .................................................. 0-1 GHz
VSWR: elgnA thgiRthgiartS)zHG = f( 

Cabled Cabled
RG-178 cable .................................................... 1.30 + .04f 1.45 + .06f
RG-316, RG-58, and .086 semi-rigid cable ....... 1.25 + .04f 1.35 + .04f
Adapters ............................................................ 1.20 + .04f
Uncabled receptacles, dummy loads ........................................................ N/A
Working Voltage: (Vrms maximum)†

Connectors for Cable Type Sea Level 70K Feet
RG-178 ....................................................... 250 60
RG-316, RG-58, .086 semi-rigid
uncabled receptacles, adapters ................ 335 85

Dummy loads ....................................................................................N/A
Dielectric Withstanding Voltage: (VRMS minimum at sea level)†

Connectors for RG-178 ......................................................................... 750
Connectors for RG-316, RG-58, .086 semi-rigid,
uncabled receptacles, adapters ......................................................... 1000

Dummy loads ....................................................................................N/A
Corona Level: (Volts minimum at 70,000 feet)†

Connectors for RG-178 ......................................................................... 185
Connectors for RG-316, RG-58, .086 semi-rigid ................................... 250
Uncabled receptacles, adap


